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Profile ST 100
SOLAR-TECH®

102
TO/ST 100 U15/ST 100
.
U30/ST 100 U45/ST 100

N

30°

PRODUCT DATA SHEET FOR AIRFOIL LOUVER - ST 100

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Bracket width: standard 50 mm

Maximum span between supports for ST 100 - 2.00 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Endcaps for ST 100
SOLAR-TECH®
Simple endcaps Angle endcaps (0-90°) for mounting
profiles in front of the supporting

construction

c

O >

Angle endcaps (0-90°) for vertical profiles in Angle endcaps (0-90°) to install profiles
front of the supporting construction. in the axis of the supporting construction

O
o
O
o O
O
O O N
SOLAR - TECH Sp. z 0.0. Sp. k.

Biskupinska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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PROFILE ST 120
SOLAR-TECH®
120
UO/ST 120 U15/ST 120
o
U30/ST 120

450

U45/ST 120
%

PRODUCT DATA SHEET FOR AIRFOIL LOUVER - ST 120

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Bracket width: standard 50 mm

Maximum span between supports for ST 120 - 2.20 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Endcaps for ST 120
SOLAR-TECH®

Simple endcaps Angle endcaps (0-90°) for mounting profiles in
front of the supporting construction

<o o =0

O
O

Angle endcaps (0-90°) for vertical profiles in Angle endcaps (0-90°) to install profiles

front of the supporting construction. in the axis of the supporting construction

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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PROFILE ST 150
SOLAR-TECH®

150

U0/ST 150 U15/ST 150

U30/ST 150 U45/ST 150

PRODUCT DATA SHEET FOR AIRFOIL LOUVER - ST 150
Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Bracket width: standard 50 mm

Maximum span between supports for ST 150 - 2.50 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Brackets UR 150
SOLAR-TECH®

UR 150

L
NS

UR PART A UR PART B

PRODUCT DATA SHEET FOR BRACKET UR 150

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Bracket width: standard 50 mm

Standard lengths of profiles: 4,0 m

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152



ANNNNNN

Endcaps for ST 150
SOLAR-TECH®

Simple endcaps Angle endcaps (0-90°) for mounting profiles
in front of the supporting construction

<o o =0

O
O

Angle endcaps (0-90°) for vertical profiles in Angle endcaps (0-90°) to install profiles

front of the supporting construction. in the axis of the supporting construction

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 180
SOLAR-TECH®

-

30

| 180 |

DUO/ST 180 Simple endcaps

Angle endcaps (0-90°) for mounting
profiles | in front of the supportlng

Angle endcaps (0-90°) for vertical profiles in
front of the supporting construction.

Angle endcaps (0-90°) to install profiles
in the axis of the supporting construction

PRODUCT DATA SHEET FOR AIRFOIL LOUVER - ST 180
Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Bracket width: standard 50 mm

Maximum span between supports for ST 180 - 2.80 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile STB 200A
SOLAR-TECH®

DUO/STB 200A UO/STB 200A

U30/STB 200A

U15/STB 200A

U45/STB 200A

PRODUCT DATA SHEET FOR AIRFOIL LOUVER - STB 200A
Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Bracket width: standard 50 mm

Maximum span between supports for STB 200A - 2.80 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Brackets UR 200
(for profiles STB 200A) SOLAR-TECH®

UR 200

UR PART A UR PART B

e

PRODUCT DATA SHEET FOR BRACKET UR 200

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Bracket width: standard 50 mm

Standard lengths of profiles: 4,0 m

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Endcaps for STB 200A
SOLAR-TECH®
Simple endcaps Angle endcaps (0-90°) for mounting profiles
in front of the supporting construction

Angle endcaps (0-90°) for vertical profiles in Angle endcaps (0-90°) to install profiles
front of the supporting construction. in the axis of the supporting construction

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile STB 200 ECONOMY
SOLAR-TECH®

LOW//TF\)\
S —— —

3 200 -

DUO/STB 200 ECONOMY U0/STB 200 ECONOMY

U30/STB 200 ECONOMY U15/STB 200 ECONOMY

U45/STB 200 ECONOMY

PRODUCT DATA SHEET FOR AIRFOIL LOUVER - STB 200 ECONOMY

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Bracket width: standard 50 mm

Maximum span between supports for STB 200 Economy - 2.50 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Brackets UR 200
(for profiles STB 200 ECONOMY) SOLAR-TECH®

UR 200

UR PART A UR PART B

e

PRODUCT DATA SHEET FOR BRACKET UR 200

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Bracket width: standard 50 mm

Standard lengths of profiles: 4,0 m

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Endcaps for STB 200 Economy SOLAR.TECH®

Simple endcaps Angle endcaps (0-90°) for mounting profiles
in front of the supporting construction

O
B

Angle endcaps (0-90°) for vertical profiles in
front of the supporting construction.

Angle endcaps (0-90°) to install profiles
= in the axis of the supporting construction

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 250
SOLAR-TECH®

de )

| 252 |
DUQ/ST 250 UO/ST 250
U15/ST 250 U30/ST 250

PRODUCT DATA SHEET FOR AIRFOIL LOUVER - ST 250

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Bracket width: standard 50 mm

Maximum span between supports for ST 250 - 3.00 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Brackets UR 250
(for profiles ST 250) SOLAR-TECH®

UR 250

URPARTA URPARTB

PRODUCT DATA SHEET FOR BRACKET UR 250

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Bracket width: standard 50 mm

Standard lengths of profiles: 4,0 m

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152



ANNNNNN

Endcaps for ST 250
SOLAR-TECH®
Simple endcaps Angle endcaps (0-90°) for mounting profiles
in front of the supporting construction
Angle endcaps (0-90°) for vertical profiles in Angle endcaps (0-90°) to install profiles
front of the supporting construction. in the axis of the supporting construction

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 250 ECONOMY
SOLAR-TECH®

| 252 |
DUO/ST 250 ECONOMY UO/ST 250 ECONOMY
U15/ST 250 ECONOMY U30/ST 250 ECONOMY

PRODUCT DATA SHEET FOR AIRFOIL LOUVER - ST 250 ECONOMY

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Bracket width: standard 50 mm

Maximum span between supports for ST 250 Economy - 2.80 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Brackets UR 250

(for profiles ST 250 ECONOMY) SOLAR-TECH®

UR 250

URPARTA URPARTB

PRODUCT DATA SHEET FOR BRACKET UR 250

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Bracket width: standard 50 mm

Standard lengths of profiles: 4,0 m

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Endcaps for ST 250
SOLAR-TECH®

Simple endcaps Angle endcaps (0-90°) for mounting profiles
in front of the supporting construction

:

O o
Angle endcaps (0-90°) for vertical profiles in Angle endcaps (0-90°) to install profiles
front of the supporting construction. in the axis of the supporting construction

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 300
SOLAR-TECH®

Sl I

_ 302 -

DUO/ST 300 U0/ST 300

U15/ST 300

U30/ST 300

15°

PRODUCT DATA SHEET FOR AIRFOIL LOUVER - ST 300

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Bracket width: standard 50 mm

Maximum span between supports for ST 300 - 3.30 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Endcaps for ST 300
SOLAR-TECH®
Simple endcaps Angle endcaps (0-90°) for mounting profiles
in front of the supporting construction
Angle endcaps (0-90°) for vertical profiles in Angle endcaps (0-90°) to install profiles
front of the supporting construction. in the axis of the supporting construction

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile STB 300
SOLAR-TECH®

300

A
!

UR 300

URPARTA URPARTB

PRODUCT DATA SHEET FOR AIRFOIL LOUVER - STB 300

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Bracket width: standard 50 mm

Maximum span between supports for STB 300 - 3.00 m

Standard lengths of profiles STB 300: 6,0 m. Other dimensions 4 - 7 m on request

Standard lengths of profiles UR 300: 4,0 m.

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Endcaps for STB 300
SOLAR-TECH®

Simple endcaps Angle endcaps (0-90°) for mounting profiles
in front of the supporting construction

oo

Angle endcaps (0-90°) for vertical profiles in Angle endcaps (0-90°) to install profiles
front of the supporting construction. in the axis of the supporting construction

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 350
SOLAR-TECH®

50

350

I

!

UR 350

URPARTA URPARTB

i

PRODUCT DATA SHEET FOR AIRFOIL LOUVER - ST 350

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Bracket width: standard 50 mm

Maximum span between supports for ST 350 - 3.00 m

Standard lengths of profiles ST 350: 6,0 m. Other dimensions 4 - 7 m on request

Standard lengths of profiles UR 350: 4,0 m.

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Endcaps for STB 350
SOLAR-TECH®

Simple endcaps

Angle endcaps (0-90°) for mounting profiles
in front of the supporting construction

O

O

Angle endcaps (0-90°) for vertical profiles in
front of the supporting construction. Angle endcaps (0-90°) to install profiles
in the axis of the supporting construction

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 400
SOLAR-TECH®

| 400 -

URPARTA URPARTB

PRODUCT DATA SHEET FOR AIRFOIL LOUVER - ST 400
Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Bracket width: standard 50 mm

Maximum span between supports for ST 400 - 3.00 m (installing on bracket UR 400)
Standard lengths of profiles ST 400: 6,0 m. Other dimensions 4 - 7 m on request
Standard lengths of profiles UR 400: 4,0 m.

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Endcaps for ST 400
SOLAR-TECH®

Angle endcaps (0-90°) for mounting profiles
in front of the supporting construction

Simple endcaps

@] O

@] O

Angle endcaps (0-90°) for vertical profiles in
front of the supporting construction.

Angle endcaps (0-90°) to install profiles
in the axis of the supporting construction

Maximum span between supports for ST 400 - 4.00 m (installing on endcaps)

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 500
SOLAR-TECH®

- 500 |
: Angle endcaps (0-90°) for mounting profiles
Simple endcaps in front of the supporting construction
O © )
(e} O

Angle endcaps (0-90°) for vertical profiles in
front of the supporting construction.

Angle endcaps (0-90°) to install profiles
in the axis of the supporting construction

PRODUCT DATA SHEET FOR AIRFOIL LOUVER - ST 500
Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Maximum span between supports for ST 500 - 5.00 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 500 2C
— SOLAR-TECH®

Angle endcaps (0-90°) for mounting profiles

Simple endcaps in front of the supporting construction

Angle endcaps (0-90°) for vertical profiles in
front of the supporting construction.

Angle endcaps (0-90°) to install profiles
o in the axis of the supporting construction

o O S

PRODUCT DATA SHEET FOR AIRFOIL LOUVER - ST 500_2C
Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Maximum span between supports for ST 500 _2C - 4.00 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST PR 150
SOLAR-TECH®

o= g

150

UO/ST PR 150

U45/ST PR 150

PRODUCT DATA SHEET FOR LOUVER - ST PR 150

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Bracket width: standard 50 mm

Maximum span between supports for ST PR 150 - 2.50 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Endcaps for ST PR 150
SOLAR-TECH®
. Angle endcaps (0-90°) for mounting profiles
Simple endcaps in front of the supporting construction
® O O o
O
O
Angle endcaps (0-90°) for vertical profiles in Angle endcaps (0-90°) to install profiles
front of the supporting construction. in the axis of the supporting construction
o 0 O
O @)
O
O O -

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152



Profile ST PR 200

ANNNNNN

SOLAR-TECH®

200

UO/ST PR 200
A ——|

U45/ST PR 200

PRODUCT DATA SHEET FOR LOUVER - ST PR 200

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Bracket width: standard 50 mm

Maximum span between supports for ST PR 200 - 2.80 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Endcaps for ST PR 200
SOLAR-TECH®
. Angle endcaps (0-90°) for mounting profiles
Simple endcaps in front of the supporting construction
O ] O
O 0
Angle endcaps (0-90°) for vertical profiles in Angle endcaps (0-90°) to install profiles
front of the supporting construction. in the axis of the supporting construction
O O

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST PR 250
SOLAR-TECH®

38

250

UO/ST PR 250

U45/ST PR 250

PRODUCT DATA SHEET FOR LOUVER - ST PR 250
Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6
In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Bracket width: standard 50 mm

Maximum span between supports for ST PR 250 - 3.00 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152






Profile ST PR300

ANNNNNN

SOLAR-TECH®

38

300

I UO/ST PR 300
%

S —

PRODUCT DATA SHEET FOR LOUVER - ST PR 300

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6
In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

U45/ST PR 300

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish

Bracket width: standard 50 mm

Maximum span between supports for ST PR 300 - 3.00 m

Standard lengths of profiles: 6,0 m
Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.

Biskupinska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68

NIP: 675-12-16-850

REGON: 357036790

KRS: 0000537152
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Endcaps for ST PR 300
SOLAR-TECH®
. Angle endcaps (0-90°) for mounting profiles
Simple endcaps in front of the supporting construction
Angle endcaps (0-90°) for vertical profiles in Angle endcaps (0-90°) to install profiles
front of the supporting construction. in the axis of the supporting construction

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST PR 175
SOLAR-TECH®

‘
175
. Angle endcaps (0-90°) for mounting profiles
Simple endcaps in front of the supporting construction
Angle endcaps (0-90°) for vertical profiles in 0

front of the supporting construction.

Angle endcaps (0-90°) to install profiles
in the axis of the supporting construction

PRODUCT DATA SHEET FOR LOUVER - ST PR 175

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Maximum span between supports for ST PR 175 -2.50 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST PR 350
SOLAR-TECH®

50

350

i
1

Angle endcaps (0-90°) for mounting profiles
in front of the supporting construction

Simple endcaps

o o

Angle endcaps (0-90°) for vertical profiles in
front of the supporting construction.

Angle endcaps (0-90°) to install profiles
in the axis of the supporting construction

PRODUCT DATA SHEET FOR LOUVER - ST PR 350
Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6
In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Maximum span between supports for ST PR 350 - 3.00 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152



Profile ST PR 250 NA

ANNNNNN

SOLAR-TECH®

—1
—

50
()

250

A
!

Simple endcaps

6 o o : in front of the supporting construction

Angle endcaps (0-90°) for vertical profiles in
front of the supporting construction.

Angle endcaps (0-90°) to install profiles
in the axis of the supporting construction

PRODUCT DATA SHEET FOR LOUVER - ST PR 250 NA
Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6
In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Maximum span between supports for ST PR 250 NA - 2.50 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152

Angle endcaps (0-90°) for mounting profiles



Profile ST PR 310 SV

ANNNNNN

SOLAR-TECH®

50

B 310 _|
. Angle endcaps (0-90°) for mounting profiles
Simple endcaps in front of the supporting construction
Angle endcaps (0-90°) for vertical profiles in
front of the supporting construction.
S Angle endcaps (0-90°) to install profiles

in the axis of the supporting construction

PRODUCT DATA SHEET FOR LOUVER - ST PR 310 SV

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Maximum span between supports for ST PR 310 SV - 3.00 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152



Profile ST PR 360 SP

ANNNNNN

SOLAR-TECH®

| - 360 |
. Angle endcaps (0-90°) for mounting profiles
Simple endcaps in front of the supporting construction
Angle endcaps (0-90°) for vertical profiles in
front of the supporting construction.
S Angle endcaps (0-90°) to install profiles

in the axis of the supporting construction

PRODUCT DATA SHEET FOR LOUVER - ST PR 360 SP

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Maximum span between supports for ST PR 360 SP - 3.00 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST PR 370 SS

Angle endcaps (0-90°) for mounting profiles

Simple endcaps in front of the supporting construction

SOLAR-TECH®

370

i
1

Angle endcaps (0-90°) for vertical profiles in
front of the supporting construction.

Angle endcaps (0-90°) to install profiles
in the axis of the supporting construction

PRODUCT DATA SHEET FOR LOUVER - ST PR 370SS

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Maximum span between supports for ST PR 370 SS - 2.80 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152



Profile ST RB 300

ANNNNNN

SOLAR-TECH®

- 300 _|
Simple endcaps _ _
Angle endcaps (0-90°) for mounting profiles
in front of the supporting construction
O
O
Angle endcaps (0-90°) for vertical profiles in °
front of the supporting construction.
Angle endcaps (0-90°) to install profiles
° in the axis of the supporting construction

PRODUCT DATA SHEET FOR LOUVER - ST RB 300

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Maximum span between supports for ST RB 300 - 3.00 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST PS 300
SOLAR-TECH®

69

i

300

_

Simple endcaps . .
Angle endcaps (0-90°) for mounting profiles

in front of the supporting construction

Angle endcaps (0-90°) for vertical profiles in
front of the supporting construction.

Angle endcaps (0-90°) to install profiles
in the axis of the supporting construction

PRODUCT DATA SHEET FOR LOUVER - ST PS 300
Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6
In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Maximum span between supports for ST PS 300 - 4.00 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST PS 330
SOLAR-TECH®

- 330 _|

Simple endcaps . .
Angle endcaps (0-90°) for mounting profiles

in front of the supporting construction

Angle endcaps (0-90°) for vertical profiles in
front of the supporting construction.

Angle endcaps (0-90°) to install profiles
in the axis of the supporting construction

PRODUCT DATA SHEET FOR LOUVER - ST PS 330
Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Maximum span between supports for ST PS 330 - 3.00 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST PA 480
SOLAR-TECH®

|- 480 -

Angle endcaps (0-90°) for mounting profiles
in front of the supporting construction

Angle endcaps (0-90°) for vertical profiles in
front of the supporting construction.

Angle endcaps (0-90°) to install profiles
in the axis of the supporting construction

PRODUCT DATA SHEET FOR LOUVER - ST PA 480
Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6
In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Maximum span between supports for ST PA 480 - 3.50 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST PS 660
SOLAR-TECH®

Angle endcaps (0-90°) for mounting profiles
in front of the supporting construction

Angle endcaps (0-90°) for vertical profiles in
front of the supporting construction.

©

Angle endcaps (0-90°) to install profiles
. in the axis of the supporting construction

©)

¢] O

PRODUCT DATA SHEET FOR LOUVER - ST PS 660
Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6
In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Maximum span between supports for ST PS 660 - 3.00 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 200 A

N~
<

Simple endcaps

SOLAR-TECH®

200

Angle endcaps (0-90°) for mounting profiles
in front of the supporting construction

%\\

Angle endcaps (0-90°) for vertical profiles in

front of the supporting construction.

S
X
X

\

Angle endcaps (0-90°) to install profiles
in the axis of the supporting construction

O O

PRODUCT DATA SHEET FOR LOUVER - ST 200A

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6
In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Maximum span between supports for ST 200A - 2.80 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 300 A
SOLAR-TECH®

55

300

‘!

Simple endcaps

Angle endcaps (0-90°) for mounting profiles
in front of the supporting construction

Angle endcaps (0-90°) for vertical profiles in
front of the supporting construction.

AN .
N\
AN
Angle endcaps (0-90°) to install profiles

in the axis of the supporting construction

PRODUCT DATA SHEET FOR LOUVER - ST 300A
Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Maximum span between supports for ST 300A - 3.00 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152



ANNNNNN

Profile ST TR 40
SOLAR-TECH®

12
20

40

PRODUCT DATA SHEET FOR LOUVER - ST TR 40

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Maximum span between supports for ST TR 40 - 2.00 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST PR 60
SOLAR-TECH®

B
&

60

PRODUCT DATA SHEET FOR LOUVER - ST PR 60

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Maximum span between supports for ST PR 60 - 2.00 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST SU 62 A+B
SOLAR-TECH®

PART B

PART A

62

20

PRODUCT DATA SHEET FOR LOUVER - ST SU 62

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Maximum span between supports for ST SU 62 - 1.50 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152



ANNNNNN

MOVING SYSTEM - horizontal
SOLAR-TECH®

Maximum span between supports depends
on local standards and conditions of use

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupinska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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MOVING SYSTEM - vertical
SOLAR-TECH®

Maximum span between supports depends
on local standards and conditions of use

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupinska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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SOLAR-TECH®

MOVING SYSTEM - details

Accessories to moving system

1. Louver 5. Pin 9. Bracket to motor
2. Endcaps with arm 6. Pressing pin 10. Motor

3. Endcaps 7. Bearing 11. Screw to endcaps
4. Construction 8. Tension rod 12. Two - stage bolt

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupinska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152



MOVING SYSTEM - sections
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SOLAR - TECH Sp. z 0.0. Sp. k.
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SOLAR-TECH®
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Biskupinska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68

NIP: 675-12-16-850

REGON: 357036790

KRS: 0000537152
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MOVING SYSTEM - possible applications
SOLAR-TECH®

il

RN RN NN RN NN RN R NN RN R R RN RN R R RN R R RN RN YRR R Y
Moving system with slanted sides Moving system of irregular shape

VYV IV VIOV

ANAN N NN NN NNNNNN NN NNYNNNNY

Horizontal - moving system Vertical - moving system

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupinska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 1227
SOLAR-TECH®

ST 122ZG ST 1227
N

i
, 93 .
AIR FLOW 59 % VISUAL SECTION 65%

PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST 1222

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 122Z - 2.00 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 130S
SOLAR-TECH®

ST 1({OZG ST 1308

N

O
S
S
, 79 i
ST 10{)ZG SINGLE ST 130S
] \
AIR FLOW 40 % VISUAL SECTION 90%

PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST 130S

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 130S - 1.60 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 100Z
SOLAR-TECH®

S'{ 100G ST 1002

-

O
I
S
- 80— sri00z6 SINGLE ST 1002
B
S
AIR FLOW 56 % VISUAL SECTION 77%

PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST 100Z

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 100Z - 1.60 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152



ANNNNNN

Profile ST 100S
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PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST 100S

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 100S - 1.60 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 75ZH
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PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST 75ZH

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 75ZH - 1.40 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 75ZH 90
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PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST 75ZH_90

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 75ZH 90 - 1.40 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 67Z
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PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST 67Z

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 67Z - 1.40 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 67ZL
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PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST 67ZL

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 67ZL - 1.40 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST 67Z_0
Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6
In accordance with PN-EN 755-9 and PN-EN 573 part 1-4
Tolerance U.N.E. PN-EN 12020 - 2:2010
Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Width of the grips: standard 30 mm, double 60 mm
Maximum span between supports for ST 67Z_0-2.00 m - on the wall
- 1.00 m - on the roof

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152



ANNNNNN

Profile ST 60Z
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PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST 60Z

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 60Z - 0.80 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 50Z
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PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST 50Z

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 50Z - 1.20 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST 50Z_0

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 50Z_0-1.20 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST 50Z Break

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 50Z Break - 1.20 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 50ZP
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PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST 50ZP

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 50ZP - 1.10 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 50ZPL
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PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST 50ZPL

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 50ZPL - 1.00 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 50Z ECO
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PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST 50Z ECO

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 50Z ECO - 1.20 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 333Z
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PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST 333Z

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 ym, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 333Z - 0.80 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST 40V

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 40V - 1.20 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152



ANNNNNN

Profile ST ZT
SOLAR-TECH®
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PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST ZT

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Maximum span between supports for ST ZT- 2.00 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST OK 40
SOLAR-TECH®
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PRODUCT DATA SHEET FOR PROFILES - ST OK 40

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST OK 40 - 1.20 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST ST250A
SOLAR-TECH®

U_250A ST 250A

158

Rw =13 dB
PRODUCT DATA SHEET FOR ST 250A
Maximum span between supports: 1.50 m (2.0 m after agreement)
Maximum width of the acoustic panel ST 250A - 2.50 m
Bracket width: 30 mm
Each panel is mounted at the two ends easily demountable with the plumbs.
Aluminium panels.
Surface quality: powder coating to all RAL colours and bicolor according to individual project.

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 1587 SOLAR-TECH®

3 ST 1582

100

158
1

158

158

158

I

PRODUCT DATA SHEET FOR TYPE Z PROFILES - ST 158Z (imitation acoustic panel)

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6
In accordance with PN-EN 755-9 and PN-EN 573 part 1-4
Tolerance U.N.E. PN-EN 12020 - 2:2010
Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Width of the grips: standard 30 mm, double 60 mm
Maximum span between supports for ST 158Z - 1.50 m - on the wall
- 1.00 m - on the roof

Standard lengths of profiles: 6,0 m
Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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PRODUCT DATA SHEET FOR ACOUSTICAL PANELS

Maximum span between supports: 4.50 m (bigger after agreement)

Maximum size of the acoustic - 0.5 x 4.50 m

Made in aluminium.
Depth: 125 mm

Surface quality: powder coating to all RAL colours and bicolor according to individual project.

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68

KRS: 0000537152

REGON: 357036790

NIP: 675-12-16-850
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SHUTTERS TYPE ELIPSA
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PRODUCT DATA SHEET FOR SHUTTERS TYPE ELIPSA

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Any components available in commercial quantities and lengths

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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SHUTTERS TYPE RACTAN
SOLAR-TECH®

PRODUCT DATA SHEET FOR SHUTTERS TYPE RACTAN

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Any components available in commercial quantities and lengths

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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SHUTTERS TYPE TRAPEZ
SOLAR-TECH®

PRODUCT DATA SHEET FOR SHUTTERS TYPE TRAPEZ

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Any components available in commercial quantities and lengths

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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SHUTTERS TYPE ST ZW 70
SOLAR-TECH®
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PRODUCT DATA SHEET FOR SHUTTERS TYPE ST ZW 70

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Any components available in commercial quantities and lengths

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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SHUTTERS TYPE SCREEN
SOLAR-TECH®
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PRODUCT DATA SHEET FOR SHUTTERS TYPE SCREEN

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Aluminium part - polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Fabric - MERMET, COPACO, FERRARI, HELIOSCREEN

Any components available in commercial quantities and lengths

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupifiska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP; 675-12-16-850 REGON: 357036790 KRS: 0000537152
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SHUTTERS TYPE WOQOD
SOLAR-TECH®
E 67 |

% 7 2

; G 3 -

¢ \ \
¢
¢
¢
¢
¢
¢
¢
¢

I | i A 1

¢
¢
¢
¢
¢
¢
¢
¢
¢

4 |

‘EL j‘

a— —— M

(] S— o

PRODUCT DATA SHEET FOR SHUTTERS TYPE WOQOD

Profile pressed from aluminium alloy; grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Aluminium part - polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Wood - raw or oiled

Wood type: red cedar, larch, pine termowood

Any components available in commercial quantities and lengths

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152



SHUTTERS TYPE HPL
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PRODUCT DATA SHEET FOR SHUTTERS TYPE HPL

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6
In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020

-2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Any components available in commercial quantities and lengths

SOLAR - TECH Sp. z 0.0. Sp. k.

Biskupinska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68

NIP: 675-12-16-850

REGON: 357036790

KRS: 0000537152
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PRODUCT DATA SHEET FOR SHUTTERS TYPE PERFORATIONS

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Any components available in commercial quantities and lengths

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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SHUTTERS TYPE 145 BRISE SOLEIL
SOLAR-TECH®
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PRODUCT DATA SHEET FOR SHUTTERS TYPE 145 BRISE SOLEIL

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Any components available in commercial quantities and lengths

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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SHUTTERS TYPE ST 50Z
SOLAR-TECH®
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PRODUCT DATA SHEET FOR SHUTTERS TYPE ST 50Z

Profile pressed from aluminium alloy; grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Any components available in commercial quantities and lengths

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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SHUTTERS TYPE ST 67Z
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PRODUCT DATA SHEET FOR SHUTTERS TYPE ST 67Z

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Any components available in commercial quantities and lengths

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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SHUTTERS TYPE ST 85C
SOLAR-TECH®
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PRODUCT DATA SHEET FOR SHUTTERS TYPE ST 85C

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Any components available in commercial quantities and lengths

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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SHUTTERS TYPE ST Z40
SOLAR-TECH®
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PRODUCT DATA SHEET FOR SHUTTERS TYPE ST Z40

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Any components available in commercial quantities and lengths

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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SHUTTERS TYPE ST CZ50
SOLAR-TECH®
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PRODUCT DATA SHEET FOR SHUTTERS TYPE ST CZ50

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Any components available in commercial quantities and lengths

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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SHUTTERS TYPE ST 100
SOLAR-TECH®
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PRODUCT DATA SHEET FOR SHUTTERS TYPE ST 100

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Any components available in commercial quantities and lengths

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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SHUTTERS TYPE ST 100C
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PRODUCT DATA SHEET FOR SHUTTERS TYPE ST 100C

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Any components available in commercial quantities and lengths

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 100C
SOLAR-TECH®
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Vertical installation

Distance between supports

PRODUCT DATA SHEET FOR AIRFOIL LOUVER - ST 100C
Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Maximum span between supports for ST 100C - 1.80 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile C100
SOLAR-TECH®
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Bracket 30° over construction
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Bracket 45° over construction

Vertical installation ;’N x
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Bracket 60° Bracket 45°

Bracket 60° over construction

G100 WRaﬁer
N / K RAFTER 13x30
Bracket Screw/bolt A2 L
F 30

Horizontal installation

PRODUCT DATA SHEET FOR AIRFOIL LOUVER - C 100

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Maximum span between supports for C 100 - 1.60 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 100CR
SOLAR-TECH®
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PRODUCT DATA SHEET FOR TYPE C PROFILES - ST 100CR

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 100CR - 1.50 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 85C 30
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PRODUCT DATA SHEET FOR TYPE C PROFILES - ST 85C_30

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 85C - 1.50 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 85C 45
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PRODUCT DATA SHEET FOR TYPE C PROFILES - ST 85C_45

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Width of the grips: standard 30 mm, double 60 mm

Maximum span between supports for ST 85C - 1.50 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST 85C 0
SOLAR-TECH®
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PRODUCT DATA SHEET FOR TYPE C PROFILES - ST 85C_0
Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6
In accordance with PN-EN 755-9 and PN-EN 573 part 1-4
Tolerance U.N.E. PN-EN 12020 - 2:2010
Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Width of the grips: standard 30 mm, double 60 mm
Maximum span between supports for ST 85C - 1.50 m - on the wall
- 1.00 m - on the roof

bd

85

Standard lengths of profiles: 6,0 m
Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST L50Z
SOLAR-TECH®
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PRODUCT DATA SHEET FOR PROFILES - ST L50Z

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Standard lengths of profiles: 6,0 m or 4.00 m

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST P50Z
SOLAR-TECH®
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PRODUCT DATA SHEET FOR PROFILES - ST P50Z

Profile pressed from aluminium alloy: grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 um, mill finish
Standard lengths of profiles: 6,0 m or 4.00 m

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152
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Profile ST FRONT
SOLAR-TECH®
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PRODUCT DATA SHEET FOR PROFILES - ST FRONT

Profile pressed from aluminium alloy; grade 6060 or 6063 Condition T66 or T6

In accordance with PN-EN 755-9 and PN-EN 573 part 1-4

Tolerance U.N.E. PN-EN 12020 - 2:2010

Surface quality: Polyester powder coating in all RAL colours 60-80 um, wood effect, Anodising 15-20 pm, mill finish
Maximum span between supports for ST FRONT- 3.00 m

Standard lengths of profiles: 6,0 m

Other dimensions 4 - 7 m on request

SOLAR - TECH Sp. z 0.0. Sp. k.
Biskupiniska 23, 30 - 732 Cracow, Poland tel. (+48 12) 290 04 06, 290 04 07, tel./fax. (+48 12) 653 22 68
NIP: 675-12-16-850 REGON: 357036790 KRS: 0000537152



